
 

 

 

 

 

 

 

 

Your RIB seat will arrive in a large 
cardboard box on a pallet. These are 
heavy items and will require two people 
to move them safely. Your seat squab 
and rear bed section will not be 
attached to the seat frame for ease of 
transport. 

VERY IMPORTANT: if you place the 
cushions edge-down on a hard surface 
there is a very high risk that you will 
damage the fabric near the articulation 
joints - we cannot accept responsibility 
if your cushions are damaged in this 
way. Each seat is inspected before 
leaving our warehouse. 
 

 1.WHAT IS IN THE BOX 

2. RAISE THE SEAT BACK 

The seat back can be raised by simply 
lifting it up until it locks in place. To lower 
it again, lift the bar just below it and this 
will release the locking mechanism. 

 

3. ROTATE HINGE PLATES 

To fit the seat squab and rear bed section 
you will need to rotate the hinge plates half 
way. This allows access for securing them 
to the frame. To rotate the plates, ask a 
helper to hold the black plastic lever down 
(white arrow) while you rotate both plates 
together at the same time. 

VERY IMPORTANT. Although the 
hinge plates move independently of each 
other please ensure they are rotated 
together  

http://www.kiravans.co.uk/blog/post/installation-advice-rib-seats/


 

 

 

 

 

 

 

 

 

 

4. ALIGNING THE PLATES  

VERY IMPORTANT: It is essential that 
both plates are exactly in line with each other 
before securing the cushion to the frame. You 
can check this by sighting through along the 
length of the cushion as shown. If they do not 
line up when bolted to the frame and the 
mechanism is forced it will result in damage to 
your RIB bed. 

6.SEAT OPERATION 

Once you have assembled your seat it is simple to 
operate. The black plastic handles will allow the seat 
squab and rear bed section to be locked in any 
desired location. 


